
 

HELIOS 
• 300 Watt LED Source 
• Super wide zoom coverage 6-48 degrees 
• Linear CMY+CTO for smooth color mixing 



 

HELIOS SPECIFICATIONS 

SOURCE 

·	LIGHT SOURCE: ADVANCED 300 WATT  
WHITE LED 
· LED LIFE: 60.000 HOURS  
· LUMINOUS FLUX: 18000 LUMEN, 
89700LUX@2.5M 
· CONTROL: REMOTE ON/OFF VIA DMX  
· BALLAST: SWITCHING MODE POWER 
SUPPLY  
 

OPTICAL SYSTEM 

· BEAM ANGLE: 6°- 48° 
 

X/Y 

· PAN: 630° (4.0 SEC) OR 540°(3.6 SEC),�
TILT: 265° (2.8 SEC) 
· 16-BIT RESOLUTION 
· AUTO REPOSITIONING 

 
COLORS 

·	LINEAR CMY+CTO 
· 8+OPEN, INTERCHANGEABLE, INDEX-
ABLE AND BIDIRECTIONAL RAINBOW 
EFFECT 
·	COLOR BOUNCE 

 

GOBOS 

· 7+OPEN INTERCHANGEABLE POS-
ITION FOR ROTATING GOBO WHEEL 
• 7+OPEN FIXED GOBOS 
• REAL INDEXABLE AND GOBO 

SHAKING 
· DISTINCTIVE GOBO ANIMATION 
EFFECT 
 

FEATURES 

·	DMX CHANNELS: 17/19/22/28 
·	LINEAR CMY+CTO 
·	COLOR WHEEL: 8+1 COLORS 
·	FIXED GOBO WHEEL: 7+1 GOBOS 
·	ROTATING GOBO WHEEL: 7+1 
GOBOS 
·	MOTORIZED AUTO FOCUS 
·	FULL RANGE 0-100% DIMMER 
·	VARIOUS STROBE 
· ROTATING 3 FACETS PRISM 
· FAST SPEED IRIS 
· ZOOM FROM 6° TO 48° 
· RDM FUNCTION TO CHANGE  
DMX ADDRESS, FLIP DISPLAY,  
REVERSE X/Y��
· SOFTWARE UPGRADE VIA DMX  
· HIBERNATION WHEN LOST DMX  
FOR PRESET TIME��
· INDICATE TEMPERATURE INFO  
OF BASE, ARM AND LED  
· FAN SPEED AUTO CHANGE  
ACCORDING TO TEMPERATURE  

 
 
 
 

DISPLAY 

· 2.4 INCH LCD DISPLAY WITH 
ENGLISH/CHINESE/FRENCH/ 
SPANISH MENU��
· AUTO LOCK  
· FLIP��
· BACK-UP COMMUNICATING IC  
 

POWER 

· MAX POWER CONSUMPTION: 
420W  
· POWER SUPPLY:  
ELECTRONIC AUTO-RANGING  
· INPUT VOLTAGE RANGE:  
100–240V, 50-60HZ  
 

DIMENSION AND WEIGHT 

·	FIXTURE: 369 x 250 x 658 MM 
·	PACKING: 560 x 430 x 360 MM 
·	NET WEIGHT: 18KG 
·	GROSS WEIGHT: 20KG 

 
RIGGING 

· MOUNTING POINTS: 4 1⁄4-TURN 
LOCKS  
· 2X OMEGA BRACKETS�WITH 1⁄4-
TURN QUICK LOCKS  
· SAFETY ROPE 
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